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Introduction     i-1

iSafety Information

1.1  Introduction
The policy of Del Medical Systems Group is to manufacture X-ray 
equipment that meet high standards of performance and reliability. We 
enforce strict quality control techniques to eliminate the potential for 
defects and hazards in our products.

The intended use of this equipment is to provide an X-ray source for the 
purpose of acquiring X-ray images of the desired parts of a patient’s 
anatomy. Use of this equipment in any other fashion may lead to serious 
personal injury.

The safety guidelines provided in this section of the manual are intended 
to educate the operator on all safety issues in order to operate and 
maintain the DC Choice™ Wallstand System in a safe manner.
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i-2     Statement of Liability

1.2  Statement of Liability
To prevent excess radiation exposure to patient and operator from either 
primary or secondary radiation, this DC Choice™ Wallstand must be 
operated and serviced by trained personnel who are familiar with the 
safety precautions required. While this DC Choice™ Wallstand has been 
designed for safe operation, improper operation or carelessness may 
result in serious injury or damage to equipment. The manufacturer or its 
agents and representatives assume no responsibility for the following:

1 Injury or danger to any person from x-ray exposure.

2 Overexposure due to poor technique selection. 

3 Injury or danger from improper use of the DC Choice™ Wallstand.

4 Problems or hazards resulting from failure to install and maintain the 
equipment as specified in this manual.

5 Equipment which has been tampered with or modified. Del Medical 
Systems Group is not liable for any damage or injury arising from 
failure to follow the instructions and procedures provided within the 
manuals or associated informational material, or from user failure to 
use caution when installing, operating, adjusting, or servicing this 
equipment. Del Medical Systems Group is not liable for damage or 
injury arising from the use of this product for any other use than that 
intended by the manufacturer.




